














Model Name
35+1+D HHR
31+1+D PB 2X2
24+1+D PB 2X1

Seating capacity

Wheelbase (mm)

Overall length (mm)
Overall width (mm)

Overall height (mm)
Ground clearance (mm)
Front overhang (mm)

Rear overhang (mm)
Turning circle diameter (m)

2993

Engine make
Displacement (cc)

Power

Torque

Clutch (mm)

Transmission make
Transmission type

GVW (Tonnes)

Chassis type

Chassis dimension (mm)
Fuel tank capacity ()
Brakes

Tyres

Suspension

Steering

Battery

Alternator

Flooring

HDPE DEF tank capacity (1)
Air conditioning NA

12V 130 Ah
10A

Pro 3009 H-NAC

4320
8957

2592
15.2

9.8

100

Pro 3009 H-AC

35+1+D HHR 43+1:D HHR
31+1+D PB 2X2 39+1+D PB 2X2
24+1+D PB 2XI 30+1+D PB 2X1
2350
3145 [ 2903
165
2045
E494
3770
160 hp (120kW) @ 2600 rpm
500 Nm @ 1200-1800 rpm
330
ET40S6

Synchromesh ﬁ-Speed +1Rev

Domex 650
210x76x6

Dual circuit 'S' cam full air brakes
235/75R17.5-14PR Tubeless

Parabolic
Power steering
2x12 V130 Ah [ 12V 130 Ah
2x120 A 1M0A
Vinyl
25
Options available NA

*AC : Air-conditioned, NAC: Non Air-conditioned, PB : Pushback

3 ) o« WARRANTY

unlimited km on engine
& gearhox

== VE COMMERCIAL VEHICLES =

AMOLVO GROUP AND EICHER MOTORS JOINT VENTURE

eichertrucksandbuses.com, Eicher Care: 1800 102 3531

2 v WARRANTY

unlimited km on vehicle*
(*1 year on bus body)

VE COMMERCIAL VEHICLES LTD.
Registered Address — 3rd Floor Select Citywalk ,

A -3 District Centre, Saket, New Delhi 110 107, India.
CIN — U74900DL2008PLC175032

Pro 3010 L-NAC

Pro 3010 L-AC
43+1+D HHR
39+1+D PB 2X2
30+1+D PB 2X1

5260
10439
3145
3134
18.5
10.6
160
2x12V 130 Ah
2x120 A
| Options available
CORPORATE ADDRESS
Eicher Trucks { Buses

#96, Sector — 32, Gurgaon
122001,Haryana, India.

Model nome
Seating capacity :35+1+0 HHR

: Skyline Pro 3009 H Model name : Skyline Pro 30101

Seating capacity :43+1+D HHR

Caution: *Do not weld or drill on chassis frame. *Accessories and features shown in
pictures or elsewhere may not constitute standard fitment. *Weight mentioned is for
standard configuration with standard body sizes and will change due to optional
fitments. *As a result of continuous research and innovation carried out,
specifications are merely indicative and are subject to change without notice.





